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RAD-Moon T1S
10BASE-T1S Media Converter

The RAD-Moon T1S is a media converter for  
developing and testing 10BASE-T1S communication 
in automotive systems.  It bridges a single twisted pair 
of a 10BASE-T1S multidrop network to the standard 
10/100/1000BASE-T Ethernet port of a laptop for  
observing network activity using Wireshark or Vehicle  
Spy.  It can also be used to bridge 10BASE-T1S  
networks to testing and simulation devices that do  
not have native 10BASE-T1S ports.

Standalone Embedded Script Execution

In addition to working as a PC interface, the 
RAD-Moon T1S can operate in a standalone mode 
running real-time scripts for ECU simulation..
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10BASE-T1S Network Interface

The RAD Moon-T1S can also be used as a  
10BASE-T1S network interface when connected to  
a host computer using Vehicle Spy software or  
Intrepid’s APIs.  In this mode, the host computer can  
receive timestamped Ethernet traffic from both ports,  
as well as transmit Ethernet frames via either port.
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Specifications subject to change; please contact Intrepid for the latest  
information. All trademarks are the property of their respective owners.

Part Number Description
RAD Moon-T1S 10BASE-T1S Media Converter and Network Interface
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RAD-Moon T1S as a 10BASE-T1S Media Converter

RAD-Moon T1S as a 10BASE-T1S Network Interface




